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Bandwidth

48Gbps

SpecAluminium 

alloy Housing

Feature

Accessories customization content

The plug size is small

for  wiring construction

8K HDMI Active Optical Cable
（H1Sa: H1-STD- Aluminium alloy Housing）

Over mold：Color、Logo、Surface treatment

Cable：Cable legend、Color、Material

Packing：Packing type、Packing Legend、Color、Material

Instructions/ Guarantee：Legend、Color、Material

Application scenario

Educational
Institution

Home Theater

Security Camera
Extension

Meeting System

MAC Large
ScreenDisplay
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Specification

Product Size

Optional Cable Length:   5m/10m/15m/20m/

25m/30m/40m/50m/60m/70m/100m

Power Consumption:  250mW

Cable Diameter：  4.4mm

Minimum Cable Bending Radius:  20mm

Power:   No external power needed

Interface:   HDMI type A plug - HDMI type A plug

Bandwidth:  48Gbps, support 8K@60Hz UHD display

Bend Radius (Dynamic/Static) :   40mm/20mm

Tensile Strength (Long term/Short term)：  100N/200N

Crush Resistance (Long term/Short term)：  200N/400N

Operation Storage Temperature:  0 - 50°C / -20 - 70 °C  
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Bandwidth

48Gbps

Spec CTSMetal Housing

Feature

Accessories customization content

The plug size is small

for  wiring construction

8K HDMI Active Optical Cable
（H2Sm: H2-STD-Metal Housing）

Over mold：Color、Logo、Surface treatment

Cable：Cable legend、Color、Material

Packing：Packing type、Packing Legend、Color、Material

Instructions/ Guarantee：Legend、Color、Material

Application scenario

Educational
Institution

Home Theater

Security Camera
Extension

Meeting System

MAC Large
ScreenDisplay

H
D

M
I
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Specification

Product Size

Optional Cable Length:   5m/10m

Power Consumption:  250mW

Cable Diameter：  5.4mm

Bend Radius:   50mm

Tensile Strength：  100N

Interface:   HDMI type A plug - HDMI type A plug

Bandwidth:  48Gbps, support 8K@60Hz UHD display

Power:   No external power needed

Operation / Storage Temperature:  0 - 50°C / -20 - 70 °C  

Crush Resistance：  100N
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HDCP 2.2/2.3 CEC High resistant with 

EMI and RFI

8K@60Hz

Feature

Accessories customization content

150m

8K HDMI Pure Fiber Active Optical Cable
（EPH3-v01）

Over mold：Color、Logo、Surface treatment

Cable：Cable legend、Color、Material

Packing：Packing type、Packing Legend、Color、Material

Instructions/ Guarantee：Legend、Color、Material

Application scenario

Educational
Institution

Home Theater

Security Camera
Extension

Meeting System

MAC Large
ScreenDisplay

H
D

M
I
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Specification

Product Size

Optional Cable Length:   5m/10m/15m/20m/25m/30m/40m/

50m/60m/70m/80m/90m/ 100m/120m/150m

Power Consumption:  ＜500mW

Cable Diameter：  4.0mm

Minimum Cable Bending Radius: 45mm

Operation / Storage Temperature:  0 - 50°C / -20 - 60 °C

Tensile Strength (Long term/Short term)：  300N/500N

(Armored)，220N/300N

Interface:   HDMI type A plug - HDMI type A plug

Bandwidth:   48Gbps, support 8K UHD display

Power Support:   Source Side⸺ by HDMI plug

                                 Display Side⸺ External power needed if sour ce cannot provide

                                 enough power

Crush Resistance (Long term/Short term)：  1000N/1500N/100mm(Armored)，

80N/150N/100mm
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150m HDCP 2.2/2.38K@60Hz CEC High resistant with 

EMI and RFI

Feature

Accessories customization content

8K HDMI Pure Fiber Active Optical Cable
（EPH3 HDMI-MPO）

Over mold：Color、Logo、Surface treatment

Cable：Cable legend、Color、Material

Packing：Packing type、Packing Legend、Color、Material

Instructions/ Guarantee：Legend、Color、Material

Application scenario

Digital Signage
and TV Wall

Home Theater Medical
Video System

Security Camera
Extension

Meeting System

H
D

M
I
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Specification

Product Size

Optional Cable Length:   5m/10m/15m/20m/25m/30m/40m/

50m/60m/70m/80m/90m/ 100m/120m/150m

Power Consumption:  ＜500mW

Cable Outer Diameter:  4.0mm

Minimum Cable Bending Radius:  45mm

Operation / Storage Temperature:   0 - 50°C / -20 - 60 °C

Crush Resistance (Long term/Short term):  1000N/1500N/

100mm(Armored)，80N/150N/100mm

Interface:   Source⸺HDMI type A plug + MPO (Detachable)

                      Midle Cable⸺MPO + MPO (Detachable)

                      Display⸺HDMI type A plug（with Y Cable）+ MPO (Detachable)

BandWidth:   48Gbps, support 8K UHD display

Power Supply:   Source Side⸺ by HDMI plug

                               Display Side⸺ External power needed if source cannot provide

                               enough power

Tensile Strength (Long term/Short term):   300N/500N(Armored)，220N/300N
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High resistant with

EMI and RFI

Feature

Accessories customization content

8K HDMI Pure Fiber Active Optical Cable 
（EPH3Q-v01）

Over mold：Color、Logo

Cable：Cable legend、Color、Material

Packing：Packing type、Packing Legend、Color、Material

Instructions/ Guarantee：Legend、Color、Material

Application scenario

150m HDCP 2.2/2.3 Accessories customized

for label and package

8K@60Hz CEC

Digital Signage
and TV Wall

Home Theater Medical
Video System

Security Camera
Extension

Meeting System

H
D

M
I
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Specification

Product Size

Optional Cable Length:  5m/10m/15m/20m/25m/30m/

40m/50m/60m/70m/80m/90m/ 100m/120m/150m

Power Consumption:  ＜500mW

Cable Outer Diameter:  3.0mm

Operation / Storage Temperature:  0 - 50°C / -20 - 60 °C

Crush Resistance (Long term/Short term):   1000N/

1500N/100mm(Armored)，80N/150N/100mm

Interface:  HDMI type A plug - HDMI type A plug

BandWidth:  48Gbps, support 8K UHD display

Power Supply:  Source Side⸺ by HDMI plug

                              Display Side⸺ External power needed if source cannot 

                              provide enough power

Minimum Cable Bending Radius:   45mm

Tensile Strength (Long term/Short term):   300N/500N(Armored)，220N/300N
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Feature

Accessories customization content

Displayport 1.4 Active Optical Cable 
（EPDPC06）

Over mold：Color、Logo、Surface treatment

Cable：Cable legend、Material

Packing：Packing type、Packing Legend、Color、Material

Instructions/ Guarantee：Legend、Color、Material

Application scenario

The plug size is small for

wiring construction

Accessories customized

for label and package

YOFC special bending

insensitive fiber

Digital Signage
and TV Wall

Home Theater Medical
Video System

Security Camera
Extension

Meeting System

D
P
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Specification

Product Size

Optional Cable Length:  10m/20m/30m/40m/50m

Power Consumption:  390mW 3.3V

Cable Outer Diameter:  4.0mm

Black Plastic  Housing

Operation / Storage Temperature:  0 - 50°C /  -20 - 70 °C  

Tensile Strength (Long term/Short term):   100N/200N

Interface:  Displayport type A plug - Displayport type A plug

Transmit Speed:  DP 1.4, 32.4Gbps, support 8K@60Hz UHD display

Power Supply:  Source Side⸺ by DP plug

                              Display Side⸺ no external power needed

Minimum Cable Bending Radius (Dynamic/Static):   80mm/40mm

Crush Resistance (Long term/Short term):   200N/400N
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The plug size is small for

wiring construction

Accessories customized

for label and package

YOFC special bending

insensitive fiber

Feature

Accessories customization content

Displayport 1.4 Active Optical Cable
（EPDPC02）

Cable：Cable legend、Material

Packing：Packing type、Packing Legend、Color、Material

Instructions/ Guarantee：Legend、Color、Material

Application scenario

Digital Signage
and TV Wall

Home Theater Medical
Video System

Security Camera
Extension

Meeting System

D
P
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11.30 46.98 11.30 46.98 

Specification

Product Size

Optional Cable Length:  10m/20m/30m/40m/50m

Power Consumption:  390mW 3.3V

Cable Outer Diameter:  4.0mm

Black Plastic  Housing

Operation / Storage Temperature:   0 - 50°C / -20 - 70 °C  

Tensile Strength (Long term/Short term):  100N/200N

Interface:  Displayport type A plug - Displayport type A plug

Transmit Speed:  DP 1.4, 32.4Gbps, support 8K@60Hz UHD display

Power Supply:  Source Side⸺ by DP plug

                             Display Side⸺ no external power needed

Minimum Cable Bending Radius(Dynamic/Static):  80mm/40mm

Crush Resistance (Long term/Short term):  200N/400N

D
P
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TransfutureEMI/EMC

Cable：Cable legend、Material

Packing：Packing type、Packing Legend、Color、Material

200m Metal housing Accessories customized

for label and package

YOFC special bending

insensitive fiber

Feature

Accessories customization content

Displayport 1.4 Pure Fiber Active Optical Cable
（EPDPC04）

Instructions/ Guarantee：Legend、Color、Material

Application scenario

Digital Signage
and TV Wall

Home Theater Medical
Video System

Security Camera
Extension

Meeting System

D
P
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11.30 11.30 46.98 46.98 

Specification

Product Size

Optional Cable Length:  50m/100m/150m/200m

Power Consumption:  390mW 3.3V

Cable Outer Diameter:  4.0mm

Black Plastic  Housing

Operation / Storage Temperature:   0 - 50°C /  -20 - 70 °C

Crush Resistance (Long term/Short term):   200N/400N

Interface:   Displayport type A plug - Displayport type A plug

Transmit Speed:   DP 1.4, 32.4Gbps, support 8K@60Hz UHD display

Power Supply:   Source Side⸺ by DP plug

                               Display Side⸺ no external power needed

Minimum Cable Bending Radius (Dynamic/Static):   80mm/40mm

Tensile Strength (Long term/Short term):   100N/200N

D
P
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No need 

external Power

High resistant with

EMI and RFI

Cable：Cable legend、Material

Packing：Packing type、Packing Legend、Color、Material

50m Display Port 2.0 Accessories customized

for label and package

Plug and Play

Feature

Accessories customization content

DP2.0 Hybrid Active Optical Cable
（EPD2）

Instructions/ Guarantee：Legend、Color、Material

Application scenario

Digital Signage
and TV Wall

Home Theater Medical
Video System

Security Camera
Extension

Meeting System

D
P
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Specification

Product Size

Optional Cable Length:  5m/10m/15m/20m/25m/30m/

                                             40m/50m

Power Consumption:  ＜1.5W

Cable Outer Diameter:  4.0mm

Operation Temperature:   -10 - 60°C

Storage Temperature:   -20 - 70 °C

Interface:   Displayport type A plug - Displayport type A plug

BandWidth:   10Gbps x4

Power Supply:   No external power needed

Minimum Cable Bending Radius:   50mm

Tensile Strength:   111N

Crush Resistance (Long term/Short term):   100N/100mm
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EverPro Technologies Company Limited

Add : Guanggu Third Road, East Lake High-Tech Development 

           Zone, Wuhan,Hubei,China

Web : www.everprotech.com

Tel : +86-027-65271767  /  65271782

Fax : +86-027-68789180

E-mail : sales@everprotech.com

P.C. : 430073
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